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NOTES:

Relief permits component
shafts to near buitt.

are made from a single
piece of material.

Set Screw attachment, hex.
socket, cup point set screw
furnished: both hubs.

Set Screw size based on
bore size:

.156in thru .235in : 6-32
.236in thru .312in : 10-32
.313in thru .750in : 1/4-28

4  Backlash: None.
No lubrication required.

5 Permitted axial motion from
free length: £ .010in.

6 RPM: Up to 10,000,
depending upon application.

7  Working torque ratings are
based upon continuous duty
with noted misalignments
applied separately and may
be increased with improved
alignment:

See Tabulated Sheet

2 | Hubs and HELI-CAL FLEXURE

See Tabulated Sheet
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—— 1/4-28 Set Screw
4 places
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120°
(typ)

FLEXURE
8 Permissible shaft

misalignment:

Angular, up to 5 degrees. . .

Offset, up to .010in. — A1 Dia A2 Dia — ~— 11/ —————————

(TIR, .020in.) Dia
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TABULATED DATA MATERIAL: 17-4PH HT HR125
Copyright HELICAL PRODUCTS CO INC :
opyrignt FINISH:  Natural DO NOT SCALE DRAWING SHT 20f2
BORE SIZES TORQUES
ITEM DESCRIPTION TOLERANCE (Ibin)
(Part Number) +002in  +0.05mm
+000 0 Momentary;  Non- | Shock or
DAL DA2 Dynamic | Reversing | Reversing
HR125-10-10 .313in .313in 100 50 25
HR125-12-12 .375in .375in 94 47 24
HR125-10mm-10 10.00mm .313in 92 46 23
HR125-10mm-12 10.00mm .375in 92 46 23
HR125-10mm-10mm 10.00mm 10.00mm 92 46 23
HR125-12mm-12 12.00mm .375in 81 41 20
HR125-16-12 .500in .375in 76 38 19
HR125-16-16 .500in .500in 76 38 19
HR125-14mm-12 14.00mm .375in 69 35 17
HR125-20-12 .625in .375in 57 29 14
HR125-20-16 .625in .500in 57 29 14
HR125-20-14mm .625in 14.00mm 57 29 14
HR125-20-20 .625in .625in 57 29 14
HR125-24-10 .750in .313in 57 29 14
HR125-24-20 .750in .625in 57 29 14
HR125-24-24 .750in .750in 57 29 14




